
	   page	  1	  of	  3

Step 1 Engine bay

1a. Disconnect battery.

1b. Remove windscreen wiper arms.

1c. Carefully remove plastic trim cover-
ing wiper motor and air conditioner/
blower assembly.

Step 3 Evaporator unitEvaporator unit

3a. Disconnect wiring from evaporator 
unit.

3b. Undo refrigerant pipes and move 
them aside. 

3c. Remove two bolts securing evapora-
tor unit and remove assembly from car.

Step 2 Windscreen wiper assembly

2a. Disconnect multi-pin plug from rear 
of wiper motor.

2b. Remove plastic caps from wiper mo-
tor mounting bolts under windscreen and 
remove bolts.

2c. Remove large nuts and washers from 
wiper arm  shafts.

2d. Remove two bolts from left hand, 
(facing windscreen), end of wiper link-
age.

2e. Remove centre brace. 

2f. Remove wiper motor, shafts and link-
age.

SAFETY NOTE: Before commencing this procedure, have a qualified auto air-conditioning technician 
remove the refrigerant from the air-conditioning system. 
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Step 4 Heater blower unit removed

4a. Disconnect heater flap cable from 
arm on lower left side of blower unit.

4b. Release the two spring clips securing 
blower to firewall, one at a time, with a 
screwdriver, whilst wriggling the unit 
free.

4c. Remove blower unit from car.

Step 5 Heater core

5a. Inspect heater core and hose fittings 
for leaks. Repair or replace as necessary.

5b. Heater core slides out towards front 
of car.

5d. Blower securing clips.

5e. Plastic hose fittings, (treat with care).

5a. Inspect blower flaps for correct op-
eration and sealing. Repair or replace as 
necessary.

Step 6 Blower unitBlower unit

6a. Remove the foam o-ring from the 
evaporator unit, measure it and draw up 
a pattern.

6b. Carefully cut a new o-ring from 12mm 
thick, high density, self-adhesive foam. 
Trim it to fit the blower unit flange.

6c. Check fitting of the two units and trim 
if needed. Stick the new o-ring to the in-
side of the evaporator unit.
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Step 7 Re-fitting evaporator

7a. Make new gasket to fit between fire-
wall and re-circulator vent, using 3mm x 
25mm, self-adhesive, high-density foam. 

7b. Refit blower unit to firewall, making 
sure clips fully engage.

7c. Re-connect heater flap cable.

7d. Slide evaporator unit onto blower unit  
and juggle into position.

7e. Refit mounting bolts, pipes and wir-
ing.

7f. Refit windscreen wiper motor, linkage 
and wiper arms. Re-connect wiring. Re-
place plastic cover.

Step 8 164 engine bay164 engine bay

8a. Take car to air-conditioning specialist  
for re-gassing with correct quantity of 
ER12 gas. Check for leaks and correct 
operation. ER12, or a similar hydrocar-
bon based gas works best, but R134 can 
be used if no other is available.

8b. Note: 164 air-conditioners require 
282cc of gas. If the thermal expansion, 
(TX), valve needs replacing, the correct 
one must be used; generic valves will not 
work.
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